SCHEDA TECNICA - TECHNICAL SHEET Date: 16/05/2019 Rev: 0

100701 Soffione Retro-Antikal autopulente @ 150 mm con snodo 1/2" F

RETRO ANTIKAL @ 150
Retro-Antikal shower head @ 150 mm with 1/2" F swivel ball — Easy-Clean

Kopfbrause Retro-Antikal @ 150 mm 1/2” F mit selbstreinigendem Regenstrahl

Douche de téte Retro-Antikal @ 150 mm jet pluie autonettoyant 1/2” F
| Douche de téte Retro-Antikal @ 150 mm jet pluie autonettoyant 1/2” F

Oywesas nevika Retro-Antikal camoounwatowasca @ 150 mm Ha wapHupe 1/2" F

EASY CLEAN

@156
rain 0
L1
0 0 45 / P
0,5 17,2 © /,/
1 24 . e —ain
1.5 29,1 ‘. yd
2 33,2 £ 4
2,5 36,7 2 /,/
3 39,2 g® 7
3,5 41,8 | P,
4 44,5 1/
4,5 46,8 /
5 48,7 ’
pressione bar por-'—cfo L/min R a— 1 5 2 25 3 35 4 45 5
pressione bar
Pressione Portata Solo per miscelatori termostatici
Pressure Flow rate Only for thermostatic mixers
min 1 bar 24 L/min Blocco di sicurezza .
Safety lock
; Temperatura acqua fredda _
max 5 bar 48'7 L/min Cold water temperature

Portata minima consigliata per buon

funzionamento - Temperatura acqua calda
. 10 L/min

Recommended minimum flow-rate Hot water temperature

for optimal performace
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Soffione: Corpo in ottone, ugelli in gomma, connessione in ottone

Shower: Brass body, rubber nozzles, brass connection
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EN 1112; Chrome plating - EN 248;
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